
Conventional Laundry System

Productivity Stimulation

Cost Factors Reduction

Total Efficiency System

average on every 3 hours of production:

• Conventional laundry system: 3 loads

• CSU - Total Efficiency system: 4 loads
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x CSU
100 2 600 kg 800 kg 200 kg

50 2 300 kg 400 kg 100 kg
25 2 150 kg 200 kg 50 kg

Total Cap.   350 6 1050 kg 1400 kg 350 kg 33.33%

%
Machine Capacity. 

(Kg)
Qty

Every 3 hrs production Production 
Increase

  CSU – TOTAL EFFICIENCY                          
      SYSTEM

Water consumption    1:25 (25lt for 1kg of linen)   1:11 (11lt for 1 kg of linen)

Average duration of complete 
wash cycle for white sheet & 

towel
50 – 55 minute 30 – 35 minute

 Average textile life    200 – 250 wash     400  – 450 wash

  FACTORS    CONVENTIONAL SYSTEM            

X CSU X CSU X CSU Water (Rp.) Time

100 2500 1100 25000 lt 11000 lt

Rp. 175,000 Rp. 77,000

Use of water (Lt) Total water consumption Time Consumption Efficiency achieved / day
Machine Cap.

Water Cost: Rp. 7000/m3
10 10 hrs 6 hrs Rp. 98,000

4 hrs leads to direct 
reduction in electricity, fuel, 
equipment and labor cost

Load / 
day

CSU – TOTAL SOLUTION: 

providing an innovative solution for you to achieve 

the highest quality and most profitable operation.
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